
Rugged & Spill-Proof
Drop resistant and water proof 
(IP65) means you don’t have to 
worry about where you work.

Get More Work Done. No Matter What You May Face.
Powerful, lightweight and rugged T11X Tablet.

The updated Ares TufTab® T11X Tablet allows you to get more done with its 8th Gen 
Intel® Core™ i5 CPU for exceptional performance and Windows® 10 Pro for true PC 
compatibility. A HIGH BRITE™ 500nit outdoor display lets you work in bright 
sunlight, while it’s IP65 rated casing keeps you running even on windy, dusty or 
rainy days. Interact with advanced multi-touch for a natural and intuitive user 
experience and superior productivity. In addition, the Ares TufTab is MIL-STD-810G 
compliant for superior durability and longevity and now even meets Class 1 Division 
2 (C1D2) certification for use in hazardous environments and MIL-STD-461F for use 
on ground, sea and air.

Long Product Life
Model available to repurchase 
and redeploy for a minimum

of three years

2019
2020

2021

Long Battery Life
User-replaceable battery 
provides up to 16 hours of 
runtime on a single charge

Featuring

HIGH BRITE
Outdoor 500nit display 

available for when readability
in sunlight is required

The no-compromise 
11.6” Tablet that is 
powerful, rugged, 
spill-proof and meets 
C1D2 certification. 

Newly updated



Expansion Modules:
 Magnetic Stripe Reader + 
 Smart Card Reader

 NFC/RFID Reader

I/O Ports:
 2x Full-Size USB 3.0

 MicroSDHC/SDXC Reader

 SIM Card Slot

Stand-out Features:
 Rugged MIL-STD-810G
 IP65: Spill-proof & dust tight

 Meets C1D2 Certification

 User Removable Battery

 Long Battery Life

 2D/1D Barcode Reader

 Ultra-Fast 802.11AC WiFi

Backed by TabletKiosk’s
WORLD CLASS SUPPORT

sta� in Torrance, CA
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310 782 1201 tel    310 782 1205 fax    www.tabletkiosk.com
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Processor: 
 
Memory:  
 
Data Drive: 

Video: 

Audio: 

Wireless:  

Display: 

Cameras:

I/O Ports:

Battery:

Security:

Measurements:

Environmental:

OS:

Intel® Core™ i5-8250U (1.6GHz/3.4GHz, 4C/8T, 6.0MB L2 smart cache)‡
 
8.0GB DDR4-2400 (16.0GB optional)
 
128GB m.2 SSD (256GB/512GB m.2 SSD optional)

Integrated Intel® UHD Graphics 620 (300 MHz Base / 1.10GHz Max Dynamic Frequency) with 32GB 
Graphics Video Max Memory. DirectX12, OpenGL 4.4, Intel® Quick Sync Video, Intel® Clear Video HD 
Technology, Intel® InTru™ 3D Technology, Intel® Insider™

Built-in 70dB Speaker and Digital Microphone

Intel® Dual Band Wireless AC 9260 WiFi, Bluetooth 5.0, GPS (optional), NFC/RFID (optional)   

11.6”  Full HD (1920 x 1080) LCD with LED back lighting and capacitive multi-touch screen (standard)
HIGH BRITE™ 500nit sunlight readable panel (optional)
 
2.0 MP front-facing and 5.0 MP rear facing auto-focus with flash and optional geo-tagging.

2x Full-size USB 3.0, 1x 3.5mm Stereo Audio In/Out, MicroSDHC/SDXC Card Reader, SIM Card Slot, 
Expansion Slot, Docking Connector (POGO), Optional RF antenna pass-through for GPS

User replaceable, up to 16 hours (opt. high capacity battery) of runtime before recharging/replacing

TPM 2.0, NIST BIOS Compliance, Stealth Mode, Kensington Lock Slot, Optional RFID Reader

11.79” W x 7.56” H x 0.79” D (299mm x 192mm x 20mm), 1.2kg (2.65 lbs.)

Operating Temperature: -20°C ~ 60°C / Storage Temperature: -40°C ~ 71°C
Ingress: IP65 (protects from dirt, dust and water)
Drop: MIL-STD-810G, 516.6 Procedure IV, 4 foot drop
Vibration: MIL-STD-810G, 514.6 Procedure I Cat. 24, Fig. 514-6E-1
 
Windows® 10 Pro (64-bit)

Hardware Specifications

‡ other 8th generation Intel® Core™ processors are available.
Call or visit our website for more information.


